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Semi-automated packing machine  
AU-8

	Hand operated  transport to the sealing module
	Film sealing and cutting
	Transport to the shrink tunnel chamber
	Shrink wrapping in the tunnel chamber
	Multi-pack cooling

TECHNICAL SPECIFICATION

Tunnel: TF 600x400x1000 TF 600x400x1500

Power supply: 3 x 400 V, 50/60 Hz 3 x 400 V, 50/60 Hz

Installed capacity: 16,5 kW 23 kW

Operating capacity: 8 kW 12 kW

Compressed air: 0,6 MPa 0,6 MPa

Air demand: approx. 170 l/min approx. 170 l/min

Gross weight: approx. 600 kg approx.  650 kg

Length of seal: 600 mm 600 mm

Film thickness: 25 - 100 µm 25 - 100 µm

Capacity: up to 12 cycles / minute * up to 18 cycles / minute *

Material: powder coated steel 
or stainless steel

powder coated steel 
or stainless steel

Colour: structure – RAL 7001  
safety shields – RAL 1021

structure – RAL 7001  
safety shields – RAL 1021

* depending on the product type and package format



Product details

Semi-automated packing line AU-8 consists of semi-automated packing ma-
chine AU-8 and  heat conveyor tunnel TF 600x400x1000 or TF 600x400x1500. 
It packs single units (e.g.: bottles, jars, cans, metal and wooden goods, house-
hold chemistry, cemetery candles, cosmetics) in multi-packs wrapped in 
a heat-shrinkable film on an industrial scale.

Product capabilities

The operator arranges goods to be packed on the arm of the packing machine, 
moves them through the film screen to the output table, withdraws the sweep-
ing arm and presses START buttons with both hands and, therefore, launches 
the pneumatic clamp and film sealing. In order to repeat the packing cycle and 
push the previous package through the conveyor belt, you have to re-arrange the 
packed goods on the sweeping arm and move them through the film screen once 
again. The package is shrink-wrapped in the shrink tunnel chamber,  cooled (here, 
the multi-pack takes its final shape) and moved to the roller output table.

The machine has a microprocessor-based control system, the multi-pack coun-
ter, homeothermal welder, error and alert signalling, the system of automated 
film unwinding from the upper roller and work tables made of stainless steel.

The line is equipped with electrical devices and point-of-operation guard in com-
pliance with the EU standards.
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